FICHE TECHNIQUE PG PROCESS

gbourquard@pgprocess.fr

Correspondances des dimensions des tuyauteries :

Pouces: @Imterleur o @ Nominal @ Extérieur
extérieur (en mm)

1/8 " 5/10 DN 6 @ 10.2
1/4" 8/13 DN 8 @ 13.5
3/8" 12/17 DN 10 @ 17.2
1/2" 15/21 DN 15 2 21.3
3/4" 20/27 DN 20 @ 26.9

1" 26/34 DN 25 @ 33.7
1" 33/42 DN 32 @ 42.4
1%" 40/49 DN 40 @D 48.3

2" 50/60 DN 50 @ 60.3
29" 60/70 DN 60 @70
2%" 66/76 DN 65 @ 76.1

3" 80/90 DN 80 @ 88.9
3" 90/102 DN 90 @ 101.6

4" 102/114 DN 100 @ 114.3 ou 108
5" 125/139 DN 125 @ 139.7 ou 133
6" 150/168 DN 150 @ 168.3 ou 159
K _ DN 175 @ 193.7

8" 200/219 DN 200 @ 219.1

9" - DN 225 @ 244.5
10" - DN 250 @ 273

12" - DN 300 @ 323.9
14" - DN 350 @ 355.6
16" - DN 400 @ 406.4
18" - DN 450 @ 457

20" - DN 500 @ 506

NOTE

ZI de la Plaine de I'Ain
Allée des Combes
01150 BLYES
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